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Board Name: chipKit Motor Shield
Revision: D.0

Digilent Part Number: 210-262
Date: 12/18/2012
Solder Mask Color: Red
Silkscreen Color: White

Fabricate to IPC Standards

Finished PCB thickness should be 0.062” (1.58mm) +/- 0.005” (0.125mm).
Impedance Requirements: None

For discrete parts without part number see following requirements:

All ceramic capacitors are temperature coefficient X5R, X7R or C0G, unless specified otherwise.

Capacitors without maximum voltage rating are 6.3V or greater.

Capacitors without tolerance specification are 10% (20% if 10% is unavailable) or better.

Resistors without power rating are 1/16W or greater.

Resistors without tolerance specification are 5% or better.
Part Specifications:

Part Numbers are listed in the BOM under part “Comment” field (Altium) or “Value” field (Eagle).

No Loads:

Listed in the BOM under part “LoadStatus” field (Altium) or “Value” field (Eagle).

Header:

J23 load with female side on bottom of board

Jumpers:

JP1
short 3 to A

JP2
short 4 to S

JP3
short 2 to SA1-IN

JP5
one pin only

JP6
short both pins

JP7
short both pins


JP8
short both pins

JP9
short both pins

JP10
short 8 to center pin

JP11
short GND to center pin

JP12
short GND to center pin

Alternate Builds:
Doc: XXX-YYY
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