
Programming Solutions
High-Speed JTAG & SPI USB2 Programming Solutions

Digilent produces a variety of high-speed JTAG and SPI USB2 programming solutions that work seamlessly with all Xilinx 
tools and Atmel AVR microcontrollers. Our free Adept software allows custom applications to drive JTAG and SPI 
operations, and to exchange data with target systems. Use this table to pick the right one for you!
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JTAG-SMT2-NC

ISE 14.1+
Vivado 2013.1+

30 Mhz

1.8 - 5 V

USB

13-Pad SMT

ISE 13.1+

JTAG-SMT2

30 Mhz

1.8 - 5 V

USB

11-Pad SMT

ISE 13.1+

ISE 14.1+
Vivado 2013.1+

JTAG-SMT1

30 Mhz

1.8 - 5 V

USB

8-Pad SMT

ISE 13.1+

ISE 13.2+
Vivado 2012.1+

JTAG-HS3

30 Mhz

1.8 - 5 V

USB

14-Pin

ISE 12.1+

ISE 14.1+
Vivado 2013.3+

JTAG-HS2

30 Mhz

1.5 - 5 V

USB

6-Pin, 14-Pin

ISE 12.1+

ISE 13.2+
Vivado 2012.1+

JTAG-HS1

30 Mhz

1.8 - 5 V

USB

6-Pin, 14-Pin

ISE 12.1+

ISE 13.2+
Vivado 2012.1+

JTAG-USB

1.6 Mhz

1.8 - 5 V

USB

6-Pin

ISE 12.1+

ISE 13.2+
Vivado 2014.2+


